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Numerical Simulation of Fault Impacts for Commercial Walk-in Freezers
Alireza BEHFAR*, David YUILL
University of Nebraska - Lincoln, Department of Architectural Engineering and Construction,
Omaha, Nebraska, USA
abehfar@unomaha.edu
* Corresponding Author

ABSTRACT
Refrigeration systems can undergo many faults that could negatively affect their operation and performance. This
paper describes a modeling process to simulate the fault impacts on the operation of a commercial walk-in freezer
using semi-empirical models. These models often require less modeling effort than full forward models and could be
used in scenarios where detailed information is missing, such as in field-measured systems. An important characteristic
of a typical walk-in refrigeration system is the existence of a liquid-line receiver after the condenser, which
significantly changes the behavior of the cycle, in comparison to a receiver-less system. Component models described
in this paper consist of: a compressor, two heat exchangers, pipelines, receiver, and thermostatic expansion valve. The
semi-empirical component models are partially based on physics, and partially based on some empirical coefficients.
They are able to predict several dependent variables, including mass flow rates, heat transfer rates, power
consumption, and pressures. In this paper, the individual component models are presented and trained with a limited
set of faulted and fault-free experimental data. The faults are: heat exchanger fouling, liquid-line restriction, and
compressor valve leakage. The results show that models for major components, such as compressor and heat
exchangers, give good predictions for some of the most important performance indices. Modeling challenges and
future research are outlined.

1. INTRODUCTION
Many common faults, such as heat exchanger fouling or iced-up evaporator, compressor problems, liquid-line
restriction, and improper charge levels, can occur in commercial refrigeration systems (Behfar et al. 2017). A faultenabled model that can consider several important system faults at different severity levels can benefit the refrigeration
industry in various ways. It can be used as part of a model predictive control (MPC) for optimal performance (Schalbart
et al. 2015; Yin and Li 2016). It can also be used as part of a model-based fault detection and diagnostic (FDD) method
or a fault-tolerant control method in which, instead of fixing a fault, the system’s controlled variables are changed to
compensate for the fault’s effects (Izadi-Zamanabadi et al. 2012). Fault-enabled models are also useful to analyze the
design and operational characteristics of a component or system for which it is very difficult to do with experiment
(ASHRAE 2015). In general, modeling approaches can be broadly categorized into three groups: forward (knowledgebased), semi-empirical (gray-box), and empirical (black-box) models (Oussar and Dreyfus 2001). Semi-empirical
models gain an advantage over other modeling approaches as they partially represent physical characteristics of a
component and have the training flexibility of an empirical model and, therefore, allow for the creation of a detailed
model with a reasonable effort (Oussar and Dreyfus 2001). Cheung and Braun (2013) created several detailed semiempirical fault-enabled computer models for air conditioning systems consisting of split and rooftop units. They
developed individual component models based on the available literature and identified model parameters with the
use of a limited set of experimental test data.
Although the fundamental principles of refrigeration are the same, there are major differences between the vapor
compression cycle used in the commercial refrigeration systems, such as supermarkets and walk-in coolers and
freezers, and those used in the air conditioning systems (Wirz 2009). Differences can both be in operating conditions
and/or existing components. Commercial freezers, for example, have a much less evaporating temperature than air
conditioning systems. Also, as air conditioning systems, such as rooftop units, usually do not contain a liquid line
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refrigerant receiver, they are critically charged. While receivers store the excessive charge in the system, they change
the thermodynamic behavior of the system in comparison to one without a receiver (Wichman and Braun 2009). In a
system without the receiver, the excess charge backs up in the condenser and increases the subcooling. Neither of the
eight systems tested in Cheung and Braun (2013) was a commercial refrigeration system nor contained a liquid-line
receiver. The current paper investigates the development and identification of a detailed computer model of a
commercial refrigeration system with a liquid-line receiver at the condenser outlet. Individual sub-models for major
components, such as a compressor, condenser, evaporator, expansion valve, refrigerant pipeline, and charge inventory,
are created and trained with the use of a limited set of experimental data from a commercial walk-in freezer. Core
equations are presented and explained, and the prediction results of some of the important performance indices are
shown and analyzed. A schematic diagram of a typical commercial walk-in freezer system is shown in Figure 1.

Figure 1: Schematic diagram of a walk-in refrigeration system

2. METHODOLOGY
The modeling approach used in this research includes the creation and identification of several component models
based on the available literature, with the use of a limited set of faulted and fault-free experimental datasets. As the
experimental data are used to find some unknowns, such a modeling approach makes the process less dependent on
detailed prior knowledge of the components’ physical characteristics. Although this advantage exists for semiempirical and empirical models, the emphasis will be on the use of semi-empirical models. Such component functions
mainly consist of regression parameters and input variables. Input variables include the direct steady-state temperature
and pressure measurements from air or refrigerant sides of a system. The output of the function is a predicted variable,
such as heat transfer, mass flow rate, power consumption, and pressure drop, that will be compared with a calculated
or a measured value in training and validation processes.
𝑌 = 𝑓𝑢𝑛𝑐𝑡𝑖𝑜𝑛(𝐶1 , 𝐶2 , … , 𝐶𝑚 , 𝑣𝑎𝑟1 , 𝑣𝑎𝑟2 , … , 𝑣𝑎𝑟𝑛 )

(1)

In equation (1), Y is the function output, C is the regression coefficient, and var is the input variable. Other parameters,
such as normalization parameters, may also be used. In order to find a set of regression coefficient values, C, that
provide the best output, the value of the objective function needs to be minimized. That is simply in the form of a
difference between the predicted and the measured value of the output (Equation (2)).
𝑌𝑝𝑟𝑒𝑑𝑖𝑐𝑡𝑒𝑑,𝑖 − 𝑌𝑚𝑒𝑎𝑠𝑢𝑟𝑒𝑑,𝑖
𝜀=∑ (
)
𝑌𝑚𝑒𝑎𝑠𝑢𝑟𝑒𝑑,𝑖
𝑖
𝑧

2

(2)

In this research work, available optimization functions (Sequential Quadratic Programming and Interior-Point
algorithms) in a mathematical software (MATLAB) are used to minimize objective functions and to find the regression
parameters1. A thermodynamic calculation software (CoolProp) was incorporated into model codes for refrigerant
property calculations. Weighting factors were applied to the optimization functions as described in Cheung and Braun
(2013) to avoid over-emphasizing data points with certain similar measurement values.

1

Many of the modeling computer codes developed in Cheung (2014) are used in this research.
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2.1 System and Data Descriptions
The system in this paper is a packaged commercial walk-in freezer with an air-cooled condenser and evaporator, a
single compressor, a TXV, a liquid-line receiver, a filter drier after the receiver, and R404A as the refrigerant (Figure
1). Wichmann and Braun (2009) experimentally simulated five different faults on this system, at the 24°𝐶 ambient
temperature, consisting of the compressor valve leakage, condenser and evaporator improper air flow rates,
undercharge, and liquid line restriction. They measured steady-state data consisting of the refrigerant side temperatures
and pressures, refrigerant mass flow rate, compressor power consumption, air side temperatures across heat
exchangers, and total system charge. More information about the system and fault severity levels can be found in
Wichmann and Braun (2009). In the current paper, the dataset is divided into training and validation sets. Several
faulted test data were randomly excluded from the dataset for validation purposes, which also includes several
simultaneous faults.
The experimental refrigerant mass flow rate measurements for the two most severe undercharge faults and a
simultaneous fault test including a severe undercharge fault were invalid. Because the liquid-line tends to have little
or no subcooling in such systems, the refrigerant is susceptible to a phase change from a saturated liquid to a twophase condition. That, in turn, causes a two-phase refrigerant to enter the mass flow meter, increasing the risk of
invalid measurements. In order to avoid discarding the experimental data of those tests altogether, the refrigerant mass
flow rate of those cases was estimated with the use of the adjusted compressor map from the compressor manufacturer
based on the suction line superheat (Dabiri and Rice 1981).

2.2 Compressor
The purpose of a compressor model is to predict the refrigerant mass flow rate, power consumption, and enthalpy rise
across the compressor. The common 10-coefficient compressor map equation that is typically used by manufacturers
is used to model the compressor mass flow rate and power consumption (Standard AHRI 2015). It uses evaporating,
𝑇𝑒 , and condensing, 𝑇𝑐 , temperatures and 10 coefficients, 𝐶, to predict the mass flow rate and power consumption.
𝑚̇𝑟,𝑐𝑜𝑚𝑝 = 𝐶1 + 𝐶2 𝑇𝑒 + 𝐶3 𝑇𝑒2 + 𝐶4 𝑇𝑒3 + 𝐶5 𝑇𝑐 + 𝐶6 𝑇𝑐2 + 𝐶7 𝑇𝑐3 + 𝐶8 𝑇𝑒 𝑇𝑐 + 𝐶9 𝑇𝑒 𝑇𝑐2 + 𝐶10 𝑇𝑒2 𝑇𝑐

(3)

The power consumption can be calculated with the same form as equation (3). The heat loss out of the compressor
and the outlet refrigerant enthalpy can be calculated based on the available sensor data, such as the inlet and outlet
refrigerant temperatures and ambient temperature and based on the first law of thermodynamics (Cheung and Braun
2013).
𝑓𝑐𝑜𝑚𝑝 = 1 + 𝐶1 𝑚̇𝑟 +

𝐶2
𝐶3
+
𝑇𝑟,𝑐𝑜𝑚𝑝,𝑖𝑛 𝑇𝑟,𝑐𝑜𝑚𝑝,𝑜𝑢𝑡 (𝑃𝑠𝑎𝑡 )

𝑄̇𝐻𝐿 = (𝐶4 + 𝐶5 (𝑇𝑟,𝑐𝑜𝑚𝑝,𝑖𝑛 − 𝑇𝑎𝑚𝑏 ) + 𝐶6 (𝑇𝑟,𝑐𝑜𝑚𝑝,𝑜𝑢𝑡 − 𝑇𝑎𝑚𝑏 ) )/𝑓𝑐𝑜𝑚𝑝
ℎ𝑟,𝑐𝑜𝑚𝑝,𝑜𝑢𝑡 = ℎ𝑟,𝑐𝑜𝑚𝑝,𝑖𝑛 +

𝑊̇𝑐𝑜𝑚𝑝 − 𝑄̇𝐻𝐿
𝑚̇𝑟

(4)

(5)
(6)

In equations (4) to (6), 𝑄̇ is the heat transfer, 𝑊̇ is the power, ℎ is the enthalpy, 𝑇 is the temperature, 𝑚̇ is the
refrigerant mass flow rate, and 𝐶 is the regression parameter.

2.3 Condenser
As the refrigerant passes through a condenser, it normally experiences three different phases: superheated, two-phase,
and subcooled. Crossflow air-cooled fin-and-tube condensers are widely used in commercial refrigeration systems.
The purpose of a detailed heat exchanger model is to predict the heat transfer rates across each section of the heat
exchangers, pressure drop, and absolute amount of the charge as well as the thermodynamic state of the refrigerant at
various points in the condenser. The heat exchanger model proposed in Bell (2010) is the most updated heat exchanger
model in the literature that uses a moving boundary method of heat transfer calculations. The model needs the heat
transfer conductance, 𝑈𝐴, to solve the total heat transfer rate in each boundary via the Number of Transfer Units
(NTU) method. To calculate the conductance in a forward modeling approach, detailed geometrical knowledge of a
heat exchangers including the number of fins, fin spacing, and air-side and refrigerant-side surface areas are needed
(Bergman et al. 2011) that are typically unavailable to a modeler. Cheung and Braun (2013) modified the model by
Bell (2010) and made it less dependent on geometrical parameters, hence creating a semi-empirical model:
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𝑈𝐴𝑎,𝑐𝑜𝑛𝑑 = 𝑈𝑎,𝑐𝑜𝑛𝑑,𝑟𝑒𝑔 (

𝑚̇𝑎
𝑚̇𝑎,𝑐𝑜𝑛𝑑,𝑟𝑎𝑡𝑒𝑑

(7)

)𝑛𝑎,𝑐𝑜𝑛𝑑,𝑟𝑒𝑔 𝐴𝑟,𝑐𝑜𝑛𝑑,𝑟𝑎𝑡𝑒𝑑

Equation (7) relates the air side conductance, 𝑈𝐴𝑎,𝑐𝑜𝑛𝑑 , to the air flow rate across the condenser. On the refrigerant
side, the heat transfer conductance of the two-phase section is assumed to be directly proportional to the refrigerant
mass flow rate as shown in equation (8).
𝑈𝐴𝑟,𝑐𝑜𝑛𝑑,𝑡𝑝 = 𝑈𝑟,𝑐𝑜𝑛𝑑,𝑡𝑝,𝑟𝑒𝑔 (

𝑚̇𝑟
𝑚̇𝑟,𝑟𝑎𝑡𝑒𝑑

)𝐴𝑟,𝑐𝑜𝑛𝑑,𝑟𝑎𝑡𝑒𝑑

(8)

Single-phase sections are modeled with the use of Dittus-Boelter equation (Incropera et al. 2007) for turbulent flow
in a smooth circular tube (Equation (9)).
𝑈𝐴𝑟,𝑐𝑜𝑛𝑑,1∅ =

𝑈𝑟,𝑐𝑜𝑛𝑑,1∅,𝑟𝑒𝑔 𝑐𝑟,1∅ 𝜇𝑟,1∅
(
)
𝐾𝑟,𝑐𝑜𝑛𝑑,1∅
𝐾𝑟,1∅

0.4

(

𝑚̇𝑟 0.8
) 𝐴𝑟,𝑐𝑜𝑛𝑑,𝑟𝑎𝑡𝑒𝑑
𝜇𝑟,1∅

(9)

For heat transfer model, there are five regression parameters in equations (7) to (9): 𝑈𝑎,𝑐𝑜𝑛𝑑,𝑟𝑒𝑔 , 𝑛𝑎,𝑐𝑜𝑛𝑑,𝑟𝑒𝑔 ,
𝑈𝑟,𝑐𝑜𝑛𝑑,𝑡𝑝,𝑟𝑒𝑔 , and two coefficients of 𝑈𝑟,𝑐𝑜𝑛𝑑,1𝜙,𝑟𝑒𝑔 for single phase cases of superheated and subcooled sections. The
output of the condenser heat transfer model includes thermodynamic states at the outlet of the condenser as well as
the area ratios, 𝜔, associated with each moving boundary. The pressure drop is modeled by considering the frictional
and acceleration losses in the condenser (Cheung and Braun 2013):
Δ𝑃𝑟,𝑒𝑣𝑎𝑝 = 𝜔𝑟,𝑐𝑜𝑛𝑑,𝑠ℎ 𝐶𝑟,𝑐𝑜𝑛𝑑,Δ𝑃,𝑠ℎ (

𝑚̇𝑟2
𝜌𝑟,𝑐𝑜𝑛𝑑,𝑣

)(

𝜌𝑟,𝑐𝑜𝑛𝑑,𝑟𝑎𝑡𝑒𝑑
)
2
𝑚̇𝑟,𝑟𝑎𝑡𝑒𝑑
𝑚̇𝑟2

𝜌𝑟,𝑐𝑜𝑛𝑑,tp,𝑟𝑎𝑡𝑒𝑑
μr,cond,in
+ 𝜔𝑟,𝑐𝑜𝑛𝑑,tp 𝐶𝑟,cond,Δ𝑃,tp,1 (
)(
)(
)
2
𝜌𝑟,𝑐𝑜𝑛𝑑,tp
μ
𝑚̇𝑟,𝑟𝑎𝑡𝑒𝑑
r,cond,v,rated
𝑚̇𝑟2
𝜌𝑟,𝑐𝑜𝑛𝑑,𝑠𝑐,𝑟𝑎𝑡𝑒𝑑
+ 𝜔𝑟,𝑐𝑜𝑛𝑑,𝑠𝑐 𝐶𝑟,𝑐𝑜𝑛𝑑,Δ𝑃,𝑠𝑐 (
)(
)
2
𝜌𝑟,𝑐𝑜𝑛𝑑,𝑠𝑐
𝑚̇𝑟,𝑟𝑎𝑡𝑒𝑑
ṁ2𝑟
1
1
+ 𝐶𝑟,𝑐𝑜𝑛𝑑,ΔP,acc ( 2
)𝜌
(
−
)
ṁ𝑟,𝑟𝑎𝑡𝑒𝑑 𝑟,𝑐𝑜𝑛𝑑,𝑟𝑎𝑡𝑒𝑑 𝜌𝑟,𝑐𝑜𝑛𝑑,𝑜𝑢𝑡 𝜌𝑟,𝑐𝑜𝑛𝑑,𝑖𝑛

Cr,cond,ΔP,tp,2

(10)

In equation (10), 𝐶𝑟,𝑐𝑜𝑛𝑑,Δ𝑃,𝑠ℎ , 𝐶𝑟,𝑐𝑜𝑛𝑑,Δ𝑃,tp,1 , Cr,cond,ΔP,tp,2 , and 𝐶𝑟,𝑐𝑜𝑛𝑑,Δ𝑃,𝑠𝑐 are regression parameters.

2.4 Receiver
A receiver acts as a buffer zone for the system as it operates under various conditions or when the system is low in
charge. The liquid level inside the receiver can fluctuate depending on the operating condition, and it is usually
designed to hold about 90% of the system charge (Parker 2016). The heat transfer out of the receiver is usually
negligible in comparison to the amount of the heat transfer in the condenser. However, the charge inside the receiver
should be modeled as part of a refrigeration cycle model. In recent years, there have been several studies on liquid
line receivers in HVAC&R as well as the automotive industry. The receiver has been modeled (Assawamartbunlue
and Brandemuehl 2000, 2006; Rajapaksha and Suen 2004; Chen and Deng 2006; Rasmussen and Alleyne 2006;
Techarungpaisan et al. 2007; Llopis et al. 2008; Wei et al. 2008), and was experimentally tested (Parrino et al. 1999;
Finlayson and Dickson 2004; Strupp et al. 2010) in several studies to calculate or obtain parameters, such as heat
transfer rate, mass flow rate, and absolute amount of mass in the receiver. Approaches for the refrigerant mass quantity
calculation in the literature can be grouped into two categories. One is the dynamic and time-dependent models that
need time-series data at certain time intervals, in which multiple equations based on mass and energy conversation
equations should be solved simultaneously. The other is to take the volume of heat exchangers and connecting
pipelines as known data and to calculate the amount of the charge in the receiver by subtracting the amount of charge
in other components from total system charge (Equation 11).
𝑀𝑟𝑒𝑐𝑒𝑖𝑣𝑒𝑟 = 𝑀𝑠𝑦𝑠𝑡𝑒𝑚 − (𝑀𝑐𝑜𝑛𝑑 + 𝑀𝑒𝑣𝑎𝑝 + 𝑀𝑝𝑖𝑝𝑒𝑙𝑖𝑛𝑒 )

(11)

In this research, to model the charge in the cycle model, assuming that only the excess charge is stored in the receiver,
system closure equation (11) and the undercharge fault tests are deployed to obtain a relationship between the total
system charge and the charge in the receiver.
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2.5 TXV
A thermostatic expansion valve (TXV) is an actuated valve that is intended to maintain a temperature-based setpoint,
to protect the compressor from liquid slugging or flooding, by controlling the refrigerant to be superheated at the
compressor inlet (Wirz 2009). A detailed TXV model is necessary for modeling the effect of faults in a fault-enabled
cycle model.
Several semi-empirical TXV models exist in the literature that are based on the general orifice equation of valve
(Cheung and Braun 2013; Eames et al. 2014; Kim and Braun 2016; Li and Braun 2008). In this research, the model
that was developed by Kim and Braun (2016) is used:
𝑚̇𝑚𝑎𝑥 = 𝐶1 √2. 𝜌(𝑃𝑐 − 𝑃𝑒 . 𝑍)

(12)

𝑆𝐶 + 2 𝐶3
𝑃𝑐𝑟𝑖 − 𝑃𝑒
𝑍 = 𝐶2 . (
) + 𝐶4 . (
) + 𝐶5
𝑇𝑐𝑟𝑖
𝑃𝑐𝑟𝑖

(13)

𝑚̇ 𝑇𝑋𝑉 = (𝐶6 + 𝐶7 (𝑃𝑏 − 𝑃𝑒 )/∆𝑝𝑟𝑎𝑡𝑒𝑑 + 𝐶8 . ((𝑃𝑏 − 𝑃𝑒 )/∆𝑝𝑟𝑎𝑡𝑒𝑑 )2 ). 𝑚̇𝑚𝑎𝑥

(14)

for cases where 𝐶9 < (𝑃𝑏 − 𝑃𝑒 ) < 𝐶10 (when the valve is modulating).
𝑚̇ = (𝐶6 + 𝐶7 𝐶10 /∆𝑝𝑟𝑎𝑡𝑒𝑑 + 𝐶8 (

𝐶10 2
) )√𝜌(𝑃𝑐 − 𝑃𝑒 )
∆𝑃𝑟𝑎𝑡𝑒𝑑

(15)

for cases where (𝑃𝑏 − 𝑃𝑒 ) > 𝐶10 (when the valve is at the maximum opening).
𝑚̇ = (𝐶6 + 𝐶7 𝐶9 /∆𝑃𝑟𝑎𝑡𝑒𝑑 + 𝐶8 (𝐶9 /∆𝑃𝑟𝑎𝑡𝑒𝑑 )2 )√𝜌(𝑃𝑐 − 𝑃𝑒 )

(16)

for cases where (𝑃𝑏 − 𝑃𝑒 ) < 𝐶9 (when the valve is at the minimum opening).
In Equations (12) to (16), 𝐶 is a regression coefficient, 𝑃 is pressure, 𝑆𝐶 is subcooling at the inlet of the valve, and 𝜌
is the density of refrigerant at the valve inlet.

2.6 Evaporator
As the refrigerant enters the evaporator, that passes a two-phase section after which it continues to absorb the heat of
surroundings, and exits as a superheated gas at the evaporator outlet. The evaporator model including equations for
calculating the air-side and refrigerant-side conductance resemble those of the condenser with additional wet-coil
considerations due to the water condensations on fin and tube surfaces and the associated latent load. As in this
research there was no condensation on the coil, the air dew point temperature was set to a very low value (e.g. -40°C)
to simulate a dry coil. A complete description of the heat exchanger models including the calculation of the void
fraction model is explained in Cheung (2014).
2.7 Pipeline
All pipelines in a typical walk-in unit can be grouped into three sections: liquid-line, suction, and hot gas pipes. Liquidline and hot gas pipes reject the heat to surroundings while the suction line absorbs the heat of the ambient. Pipelines
in such systems experience some air movements, in particular, where they are in the vicinity of the condenser fan flow
path. Theoretically, the heat transfer can best be described with the use of a mixed convective heat transfer coefficient,
which consists of the Grashoff and Reynolds numbers. While the Grashoff number can be calculated by air side and
tube surface temperatures, the Reynolds number requires a knowledge of the airflow speed over pipes. As an
appropriate representative air speed on pipes is not available in this research, the heat transfer is modeled by assuming
natural convection on a horizontal cylinder in Equation (17) and by taking into account the inner and outer pipe heat
transfer coefficients (Cheung and Braun 2013):
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𝑚̇𝑟 (ℎ𝑟,𝑝𝑖𝑝𝑒𝑙𝑖𝑛𝑒,𝑜𝑢𝑡 − ℎ𝑟,𝑝𝑖𝑝𝑒𝑙𝑖𝑛𝑒,𝑖𝑛 )
−1

=

1
𝑇𝑎𝑚𝑏
(
− 𝑇𝑎𝑚𝑏 )
𝐶1 𝑇𝑟,𝑝𝑖𝑝𝑒𝑙𝑖𝑛𝑒,𝑖𝑛

𝐶2

+

1

𝑚̇𝑟,𝑝𝑖𝑝𝑒𝑙𝑖𝑛𝑒,𝑟𝑎𝑡𝑒𝑑 𝐶4
𝐶3 (
)
𝑚̇𝑟
(
)
− 𝑇𝑎𝑚𝑏 )/Δ𝑇𝑟,𝑝𝑖𝑝𝑒𝑙𝑖𝑛𝑒,𝑟𝑎𝑡𝑒𝑑 𝑚̇𝑟,𝑝𝑖𝑝𝑒𝑙𝑖𝑛𝑒,𝑟𝑎𝑡𝑒𝑑 Δℎ𝑟,𝑝𝑖𝑝𝑒𝑙𝑖𝑛𝑒,𝑟𝑎𝑡𝑒𝑑

∗ (𝑇𝑟,𝑝𝑖𝑝𝑒𝑙𝑖𝑛𝑒,𝑖𝑛

(17)

3. RESULTS
In this section, the training and validation results of models for some of the most important performance parameters
are presented with the use of parity and residual plots and further analyses of the results are discussed, where necessary.
The performance parameters are refrigerant mass flow rate, heat transfer rate in a heat exchanger, and the compressor
power consumption.
Figures 2 and 3 show the training and validation performances of the compressor mass flow rate model. In order to
avoid extrapolation, the training data set includes the most severe tested fault from each fault category. Both training
and validation performances are generally good.

Figure 2: Parity plot (left) and residual plot (right) of compressor training set mass flow rate measured vs. predicted
values

Figure 3: Parity plot (left) and residual plot (right) of compressor validation set mass flow rate measured vs.
predicted values
Figures 4 and 5 show the training and validation results of the evaporator heat transfer model. The measured heat
transfer rates range from about 600 to more than 1300 W, and predictions closely fit for both training and validation
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performance. Although the evaporator model is capable of simulating latent load due to water condensation, the dataset
in this research was collected under conditions that caused a dry evaporator coil.

Figure 4: Parity plot (left) and residual plot (right) of evaporator training set heat transfer rate actual vs. predicted
values

Figure 5: Parity plot (left) and residual plot (right) of evaporator validation set heat transfer rate actual vs. predicted
values

Figure 6: Parity plot (left) and residual plot (right) of compressor training set power consumption measured vs.
predicted values
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Figure 7: Parity plot (left) and residual plot (right) of compressor validation set power consumption measured vs.
predicted values
Figures 6 and 7 show the training and validation results of the compressor power consumption model that shows good
prediction performances.

4. CONCLUSION
This paper described the necessary steps and processes to create semi-empirical component models for major
components of a commercial walk-in freezer with the use of a limited set of laboratory measurement data.
The literature review in this paper showed that there are sufficient existing semi-empirical or empirical component
models to create a detailed and fault-enabled computer simulation of such systems. Numerical results showed that the
existing semi-empirical models in the literature can successfully be applied to the major components of such systems,
such as the compressor and heat exchangers, to predict important performance indices of a refrigeration system with
good accuracy. To avoid extrapolative predictions with models that resemble a black-box model in terms of the
number of coefficients, such as the 10-coefficient compressor models, an inclusive training dataset is preferred.
Furthermore, the review of the receiver models in the literature showed that the volumetric data of the refrigeration
system components are required for steady-state charge modeling in systems with a liquid line receiver. As future
research, individual component models will be connected together to form a cycle model. A solver will be used to
solve the cycle model implicitly with the use of a few input variables such as the ambient condition and fault levels.
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5. NOMENCLATURE
Nomenclature
A
Area
c
Specific heat
C
Regression coefficient
FDD
Fault detection and diagnostics
h
Enthalpy
Heating ventilation and air
HVAC&R
conditioning and refrigeration
K
Conductivity
m
Mass flow rate
M
Absolute amount of mass
MPC
Model predictive control
n
Regression coefficient
NTU
Number of Transfer Units
P
Pressure
Q
Heat transfer
SC
Subcooling
T
Temperature
TXV
Thermostatic expansion valve
U
Thermal resistance
UA
Heat transfer conductance
V
Volume
var
Variable
W
Power
Y
Function output
Greek
Objective function output
𝜀
ρ
Density
Phase
∅
Kinematic viscosity
𝜇
Area ration
ω

Subscripts
a
acc
amb
b
c

Air
Acceleration
Ambient
Bulb
Condensing

comp

Compressor

cond
cri
e
HL
i
in
l
m
max
n
out
r
rated
reg
sat
tp
v
z

Condenser
Critical
Evaporator
Heat loss
Data point index
Inlet
Liquid
Number of coefficients
Maximum
Number of variables
Outlet
Refrigerant
A normalization parameter
Regression
Saturated
Two-phase
Vapor
Number of data points
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